


Carton Range (L WD) 
Minimum: 1 x 3/4 x 5 
Maximum: 10.5 x 5 x 12 

Packaging Material 
SBS, Clay Coat News Chipboard 

Package Type 
Straight & Reverse Tuck 
Glue End Seal 

Main Voltage 
240VAC-3 Phase-60 Hz 
480VAC-3 Phase-60 Hz (Optional) 

Control Voltage 
24VDC (Optional 120VAC) 

Speed Range 
5-60 Cartons Per Minute
Up to 120 Cartons Per Minute

Air Consuption 
21 CFM@ 80 PSI 

Floor Space 
38.5" Width (978mm) 
150" Length (3810mm) 
66" Height (1676mm) 
40 Square Feet 

Carton Style 

/
:, 

oern, ro-1 

--- OPTIOtfAL 10'-o· COtlVEYOR 

l 
12' 

I 

OPTIONAL COINEYOR 
WITH CANTILEVERED 

OESIGN FO PORTA81UT'f 

s--o· 

AIR FIL TER/REGUlATOR/ 
LU8RICATOR CO�l6HfATIOI� 

CARTml 14AGAZINE 
ROTARY CARTON 
ERECTOR 

1S0 

MANUAL LOAD AREA 

30 

SIDE VIEW 

Designed to Perform 

AC MAltl POV/ER 

CA61NET 20" X 20· X 8' 
ENQ.OSURE VI/DISC. 

OPTIONAL 

OE80SS CODER 

10 
1 

-( 

I 
-'-

1 

BARRIER. GUAR.OlllG 
W/ SAFETY INTERLOCKS 

• 

. . . . .  

-f 

30 

1 

With a variety of attachments and options, the SC-2H can be fitted to accommo
date many styles and types of product. With heavy-duty line shafting and an AC 
variable frequency drive, the machine speed can be adjusted to suit a variety of 
different products. The carton flights are fitted with Switchback Group's 
no-scratch flight carrying system. This system protects the finish of the carton 
during conveyance. An interlocked detent overload clutch protects the machine 
in the event of a jam. Attachments include Deboss Coding; Laser or Inkjet; Pow
ered Carton Magazine to mention a few. 

For further information, call one of our qualified salespersons or equipment repre
sentatives and let us put together a plan to get your company started in the di
rection of quality and performance. 

Sales Office Factory Information 

Switchback Group, Inc. 
3778 Timberlake Drive 

Richfield, OH 44286 
P (330) 523-5200

F (330) 523-521.2

www.switchbackgroup.com 
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